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(2) Conduct regular maintenance of
the production system in order to en-
sure that it is properly functioning.

(g) Recordkeeping. (1) In order to cal-
culate representative feed conversion
ratios, maintain records for aquatic
animal net pens documenting the feed
amounts and estimates of the numbers
and weight of aquatic animals.

(2) Keep records of the net changes,
inspections and repairs.

(h) Training. The permittee must:

(1) In order to ensure the proper
clean-up and disposal of spilled mate-
rial adequately train all relevant facil-
ity personnel in spill prevention and
how to respond in the event of a spill.

(2) Train staff on the proper oper-
ation and cleaning of production sys-
tems including training in feeding pro-
cedures and proper use of equipment.

§451.22 Effluent limitations attainable
by the application of the best avail-
able technology economically
achievable (BAT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the application of
BAT: The limitations are the same as
the limitations specified in §451.21.

§451.23 Effluent limitations attainable
by the application of the best con-
ventional technology (BCT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the application of
BCT: The limitations are the same as
the limitations specified in §451.21.

§451.24 New source
standards (NSPS).

Any point source subject to this sub-
part that is a new source must meet
the following requirements: The stand-
ard is the same as the limitations spec-
ified in §451.21.
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